Generally the fluid flows within the centrifugal impeller passage as a decelerating flow with an adverse pressure gradient along the stream wise path. This flow tends to be in a state of instability with flow separation zones on the suction surface and on the front shroud. Hence several experimental attempts were earlier made to assess the efficacy of using boundary layer fences to trip the flow in the regions of separation and to make the flow align itself into stream wise direction so that the losses could be minimized and overall efficiency of the diffusion process in the fan could be increased. With the development of CFD, an extensive numerical whole field analysis of the effect of boundary layer fences in discrete regions of suspected separation points is possible. But it is found from the literature that there have been no significant attempts to use this tool to explore numerically the utility of the fences on the flow field. This paper attempts to explore the effect of boundary layer fences corresponding to various geometrical configurations on the impeller as well as on the diffuser. It is shown from the analysis that the fences located on the impellers near the trailing edge on pressure side and suction side improves the static pressure recovery across the fan. Fences provided at the radial mid-span on the pressure side of the diffuser vane and near the leading edge and trailing edge of the suction side of diffuser vanes also improve the static pressure recovery across the fan.
Introduction
Flow in centrifugal impellers has always been in a state of instability with flow separation zones on the suction surface and on the front shroud. This typical flow tends itself for boundary layer separation and as a consequence, the flow field becomes distorted near the bounding surfaces of the impeller. Gallus et al. [1] have indicated a method of adopting boundary layer fences in centrifugal impellers. Sudhakar et al. [2] had extended this idea to centrifugal impellers and some encouraging results have been reported in their work. Palaniswami et al. [3] have carried out experimental study of casing treatment to improve centrifugal impeller performance. Sharma [4] investigated experimentally the effect of boundary layer fences on the exit flow in a CF Compressor.
Chung et al. [5,6,] used a boundary layer fence, inserted on the end wall of a gas turbine between two adjacent blades. It was effective in preventing the vortex from growing to its full potential strength. The fence also reduced aerodynamic losses due to secondary flow within the passage. Kawai [7] in his study has attached boundary layer fences to the blade suction surfaces and the end walls of a rectilinear turbine cascade in order to improve the aerodynamic performance of axial-flow turbines. The best combination resulted in a considerable attenuation of secondary flow, an improvement on the span wise distribution of outlet flow angles, and a large reduction in the net loss of total pressure. Rizzo [8] , Canci and Rizzo [9] experimentally investigated the utility of boundary layer fences in turbine passage flow. A single boundary layer fence of varying dimensions was attached to a heated end-wall of the duct and the effect of the fence on the passage vortex was studied in a known flow configuration Results showed that the total pressure loss significantly depended on the fence dimensions. Konishi et al. [10] carried out experimental study to suppress the un-favorable flow caused due to boundary layer formation on the hub wall of a diffuser machine by applying lowheight guide fences on the diffuser hub wall. Through the application of the guide fences the performance of the diffuser was improved and the optimum number of fences and the best location in the vaneless diffuser was found. Sullerey and Mishra [11] carried out experimental investigation to study the effect of various fences and vortex generator configurations in reducing the exit flow distortion and improving total pressure recovery in two-dimensional S-duct diffusers. The results indicated that substantial improvement in static pressure rise and flow quality is possible with judicious deployment of fences and vortex generators. Claus [12] carried out an experimental investigation of the effect of the trailing edge vortex shedding on the steady and unsteady trailing blade pressure distribution of a turbine blade at high subsonic Mach number. To limit the influence of secondary flow the blade suction sides was fitted with boundary layer fences. The oil flow visualizations showed span-wise reduction of secondary flows by 50%. Kang [13] investigated the effects of circumferential outlet distortion of a centrifugal pump diffuser on the impeller exit flow. A fence with sinusoidal width variation was installed at the vaneless diffuser exit. The flow field was measured at the impeller exit with and without the fence.
According to Fatsis et al. [14] , Sorokes et al [15] , Hillewaert and Van den Braembussche [16] , a jet-wake (or primary and secondary) flow pattern exists at the exit of the impeller. The wake (secondary) flow position is at the suction surface or at the shroud depending on the flow rate and the impeller geometry. The flow field entering the diffuser is unsteady and distorted, and it has a significant amount of kinetic energy to transfer to the static pressure. The pressure non-uniformity caused by the volute at the off-design condition further influences the flow fields in the diffuser Shi and Tsukamoto [17] in their study have shown that the Navier-Stokes code with the k-ε model is found to be capable of predicting pressure fluctuations in the diffuser. Sofiane et al. [18] have carried out the numerical unsteady flow analysis in a vaned centrifugal fan.
A part of the work carried out in the current paper is validated with a paper by Meakhail and Park [19] , which explores the study of impeller -diffuser -volute interaction in a centrifugal fan. These authors report measurement data in the region between the impeller and vaned diffuser and have obtained results of numerical flow simulation of the whole machine (impeller, vaned diffuser and volute) of a single stage centrifugal fan.
It is clear from the above literature survey that a CFD analysis on the effect of boundary layer fences on the system performance as well as its effect on Impeller-Diffuser interaction has not been explored so far. Hence a numerical modeling of the flow domain which includes a portion of the inlet to the Impeller as well as the diffuser with volute casing has been carried out and moving mesh technique [20] has been adopted for unsteady flow simulation of the centrifugal fan in this analysis.
Numerical Modeling

Geometry and Grid Generation
The centrifugal fan stage consists of an inlet region, an impeller, a vaned diffuser, and a volute casing (figure 1). The impeller consists of thirteen 2-D backward swept blades with an exit angle of 76 0 relative to the tangential direction. The radial gap between the impeller outlet and diffuser inlet is 15% of the impeller outlet radius. The diffuser ring has also the same number of vanes as that of the impeller. All the blades are of 5 mm thickness. The specifications of the fan stage are illustrated in Table 1 . The technical paper by Meakhail and Park [19] forms the basis for geometric modeling in the present work. Unstructured meshing technique is adopted for establishing sliding mesh configuration as the analysis is for unsteady fluctuation and is carried out using the CFD code [20] .
Grid for the volute part of the domain has 163,590 nodes and 162,113 elements. The diffuser has 163,213 nodes and 155,106 elements. The impeller has 80,971 nodes and 74,143 elements. The inlet part of the domain has 5,536 and 5,190 nodes and elements respectively. The maximum size of the element is limited to elements having an edge length of 2 mm. However to establish grid independency a finer model having an element edge length of maximum of 1 mm is carried out and the variation in the results were found to be less than 2.5% and hence to save the computational time, elements edge length of maximum 2 mm size is adopted. Figure 2 shows the meshed domain and it can be observed that a finer mesh is adopted near the surface of the impeller and diffuser vanes to capture the boundary layer effects using a suitable sizing algorithm as in CFD code [20].
Unsteady Calculations Setup
Two-dimensional, unsteady Reynolds-averaged Navier-Stokes equations set to polar coordinate system are solved by the CFD code [20] . To obtain the flow characteristic curve of the fan, total pressure (gage) is applied at the inlet and static pressure (gage) is applied at the flange exit as the boundary condition. However for comparing the configurations with boundary layer fence, an absolute velocity of 5 m/s which corresponds to the design point mass flow rate of the configuration without fences is imposed at the inlet and a zero gradient outflow condition of all flow properties is applied at the flange exit of the fan, assuming fully developed flow conditions. No slip wall condition is specified for the flow at the wall boundaries of the blades, the vanes, and also the volute casing. The turbulence is simulated using a standard k-ε model [20] . Turbulence intensity of 5% and a turbulent length scale of 0.5 m which is the cube root of the domain volume are adopted in the study. The unsteady formulation used is a second order implicit velocity formulation and the solver is pressure based [20] . The pressure-velocity coupling is done using SIMPLE algorithm and discretization is carried out using the power law scheme. The interface between the impeller and the diffuser is set to sliding mesh in which the relative position between the rotor and the stator is updated with each time step. The time step Δt is set to 0.0001 s, corresponding to the advance of the impeller by Δϒ = 0.61 0 per time step for a rated speed of 1000 RPM to establish stability criterion. The maximum number of iterations for each time step is set to 30 in order to reduce all maximum residuals to a value below 10 The static pressure recovery coefficient ζ and the total pressure loss coefficient λ for the diffusing domains across the fan are calculated using equation (1) and equation (2) respectively, based on the area and time weighted averages.
The static pressure recovery coefficient ζ and the total pressure loss coefficient λ , across the diffuser of the fan are
calculated using equation (3) and equation (4) respectively.
Validation of the Model
The numerical model for the whole field flow calculations is validated by calibrating the results of the current numerical work with the experimental work carried out by Meakhail and Park [19] . The graph shown in figure 3 captures the validation results for the current work with the work cited above.
The validation curve is a head coefficient versus flow coefficient curve which shows a decrease in the head coefficient as the flow coefficient increases as is required for a backward swept impeller blade. The head coefficient and flow coefficients are calculated using equation (5) and equation (6) respectively.
The validation shows a close agreement between the present numerical model and the experimental model of Meakhail and Park [19] 12 Flow coefficient (φ) Fig. 3 Validation characteristic curve of Head coefficient vs Flow coefficient.
Geometric Modeling for Configuration with Boundary Layer Fences of the Model
A boundary layer fence is a flow re-aligning device and in the present work is chosen to be of semi-circular cross section. It is placed judiciously on the suction or pressure surfaces of impeller blades or diffuser vanes. Location of the fence is specified corresponding to the radial distance from the axis of the fan and the fence is designed to be 1 mm in height which corresponds to the local boundary layer height. 
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Results and Discussion
One of the methods of boundary layer control is by applying boundary layer fences on the impeller blade surfaces or diffuser vane surfaces at discrete locations. This enables the impeller or diffuser to reduce and delay the boundary layer formation. Diverting the slow-moving fluid away from the wall lets the separation regions be occupied by a faster stream of fluid, which reduces boundary-layer build-up and helps in moving the separation point to further downstream of the impeller. However since the flow patterns in each of the impeller and diffuser flow passages are different, locating the fences must be done on a trial and error basis as the flow separation point changes from one blade passage to another.
The static pressure recovery coefficient and total pressure loss coefficient for various configurations are shown in the form of bar diagrams in figures 6, 7, 11 and 12 Figures 8 to 10 and 13 to 15 shows the instantaneous velocity vector plots for various configurations.
Fence on the Pressure Side of the Impeller Blade (Configuration A)
It is seen from figure 6(a) that the overall static pressure recovery coefficient shows a significant improvement for configurations only for A4 and A2 when compared to the configuration without fence. The recovery coefficient for configuration A1 and A3 show no improvement when compared to configuration without fences. The same trend is seen in diffuser static pressure recovery coefficient as seen in figure 6(b) . The above inferences agree with the total pressure loss coefficient for the same configuration types as shown in figures 7(a) and 7(b).
The physical reasoning for the above findings can be explained as follows. A large recirculation zone on the suction side of impeller blade can be seen in the relative velocity vector plots of figures 8 to 10. This causes the formation of jets and wakes near the impeller exit. A fence provided near the trailing tip of the impeller blade (configuration A4) helps to realign the jet-like flow near the pressure side and thus reduce the recirculation zone caused due to the flow separation as seen in figure 9 (e). At the same time providing a fence at about 30% of the radial distance from the impeller trailing tip (configuration A3), would adversely affect the flow dynamics, since it leads to the formation of a larger recirculation zone as seen in figure 9(d) . The fence provided at 50% of radial distance from the leading edge of the impeller blade (configuration A2), would enhance the flow behavior as it tends to attenuate the recirculation zones in the impeller passage figure 9(c). The fence corresponding to configuration A1 tends to re orient the flow near the pressure side at a very early stage which causes the formation of a relatively larger recirculation zone on the impeller suction side ( figure 9(b) ), leading to lower static pressure recovery. Hence it can be stated that the fences provided near the trailing edge or radial mid-span of the impeller pressure side, provide a better performance of the fan. Fig. 9 Enlarged views of the velocity vector plots of flow for configuration without fence as well as for fences A1, A2, A3 and A4 on the pressure side of the impeller.
Fence on the Suction Side of the Impeller Blade (Configuration B)
It can be observed from figures 6(a) and 6(b) that the static pressure recovery coefficients for configurations B1 to B4 are better than the configuration without fence and are having an increasing trend. Configuration B4 which is near the trailing edge of the impeller blade gives the best static pressure recovery. The above observation is also supported by the declining trend of total pressure loss coefficients shown in figure 7(a) and 7(b) . and B4 on the suction side of the impeller.
The reasons for the same can be appreciated from figure 10. It can be observed in this figure that as the fence location moves up the impeller suction surface, the intensity of recirculation zone on the suction side gets reduced and hence its performance is better as an increase in static pressure recovery is achieved. It can be also noted that the fence near the trailing tip of the impeller suction side (configuration B4) enables the impeller to block the formation of recirculation zone at a very early stage (figure 10 (e)) and this ensures through flow in the impeller leading to better performance.
Hence it can be positively stated that the fence provided on the suction side of the impeller improves the static pressure recovery of the fan and the most suitable location would be near the trailing edge of the impeller blade.
Fence on the Pressure Side of the Diffuser Vane (Configuration C)
Figures 11(a) and 11(b) show the static pressure recovery coefficient for configuration C with fences located on the pressure side of diffuser vanes. Figures 13 and 14 show the instantaneous velocity vector plots for configurations C1, C2 and C3 respectively.
It can be noted that the fence provided on the pressure side at the radial mid span of diffuser vanes (configuration C2) develops an improved static pressure recovery and fences with configurations C1 and C3 would adversely affect the static pressure recovery. The reasoning for this effect can be explained with the help of figure 13(b) in which it can be clearly observed that a fence provided near the leading edge of the diffuser tends to decelerate the flow on the stationary vanes and this causes flow separation leading to the formation of a large recirculation zone in some of the flow passages. However a fence near the radial mid span (configuration C2) helps in neutralizing aforementioned recirculation zones ( figure 13(c) ) which in turn yield a better static pressure recovery. Further, the fence near the trailing edge of the vane (configuration C3), tends to move the recirculation zone toward the upstream as shown in figure 13(d) which leads to lower static pressure recovery. In another diffuser flow passage the fence C3tends to draw the recirculation zone towards it which causes enlargement of the recirculation zone ( figure 14(b) ) which helps in tripping the flow causing deceleration of the flow. This is reflected in figures 12(a) and 12(b) which show a greater total pressure loss coefficient for configuration C3. for configurations C and D.
Hence it can be stated that fences provided at the radial mid span of the pressure side of the diffuser tends to improve the static pressure recovery of the fan and fences provided near the trailing or leading edge of the diffuser vanes would adversely affect the static pressure recovery of the fan. It is noted that the fences provided on the suction side of the diffuser vane improves the static pressure recovery of the fan when compared with the configuration without fence. However the fence provided near the leading edge of the diffuser vane (configuration D1) gives relatively higher static pressure recovery and fence provided at the radial mid span of the vane (configuration D2) gives relatively lower recovery when compared to configuration without fence. The fence for configuration D3 (which is near the trailing edge of the diffuser vane) also shows a slight improvement in the static pressure recovery when compared to configuration without fence.
Physically the above noted phenomena that, generally the fences provided on the suction side seem to improve static pressure recovery (Fig. 15) could be attributed to the fact that the presence of the fence greatly aids in reorienting the flow from a possible stalled condition ( Fig.15(a) ). The better fluid guidance in the vane passages is clearly visible in Fig. 15 (b) due to the fence configuration D1. Similar is the case for configuration D3. However configuration D2 only helps achieving eliminating the stall but still leaving a large trailing edge vortex in the downstream direction.
The above observations are corroborated by the lower total pressure recovery coefficients as shown in figures 12(a) and 12(b).
Conclusion
The following conclusions can be drawn from the above analysis. a. Boundary layer fences provided on impeller blades and diffuser vanes at suitable locations tend to improve the performance of the centrifugal fan, in terms of higher static pressure recovery coefficients and reduced total pressure loss coefficients. 
